Artemide

Luminaire
Code CF02004+CF50101

Name  HOY REFR S D/I 930 L=1154 DALI NRO + HOY REFR KIT LOUVRE L=1154 BCO

Measurem.
Code FTS2566

Name  HOY REFR S D/I 930 L=1154 DALI NRO + HOY REFR KIT LOUVRE L=1154 BCO

Luminaire Flux 3867 Im Luminaire Power Efficacy 133.345 Im/W Efficiency 100.00%
Source Flux 3867 Im Maximum value 734.42 cd/kim Position C=0.00 G=0.00 CG Double Symmetrical
Rectangular Luminaire Length 1154 mm Width 100 mm Height 58 mm
Rectangular Luminous Area Length 1144 mm Width 90 mm Height 0mm
Horizontal Luminous Area 0.102960 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.024908 m2
Coordinate system CG Symmetry Type Double Symmetrical
Date 20-05-2025 Maximum Gamma Angle 180
Measurement Distance 0.00 Measurement Flux 3867 Im

LED Flux=4437Im LED Power=25W Eff=87% EfcLed=181Im/W EfcLum=133Im/W CCT=3000K Ra=90 R9=50 SDCM=3 L70(17k)=100000h

C.LE. 97 99 100 55 100 D DIN 5040 C61
F UTE 055A+045T B NBN BZ 1
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Artemide

Luminaire

Code CF02004+CF50101

Name  HOY REFR S D/I 930 L=1154 DALI NRO + HOY REFR KIT LOUVRE L=1154 BCO

Measurem.

Code FTS2566

Name  HOY REFR S D/I 930 L=1154 DALI NRO + HOY REFR KIT LOUVRE L=1154 BCO

Luminaire Flux 3867 Im Luminaire Power 29.0 W Efficacy 133.345 Im/W Efficiency 100.00%

Source Flux 3867 Im Maximum value 734.42 cd/kim Position C=0.00 G=0.00 CG Double Symmetrical
Rectangular Luminaire Length 1154 mm Width 100 mm Height 58 mm
Rectangular Luminous Area Length 1144 mm Width 90 mm Height 0mm
Horizontal Luminous Area 0.102960 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.024908 m2
Coordinate system CG Symmetry Type Double Symmetrical
Date 20-05-2025 Maximum Gamma Angle 180
Measurement Distance 0.00 Measurement Flux 3867 Im

LED Flux=4437Im LED Power=25W Eff=87% EfcLed=181Im/W EfcLum=133Im/W CCT=3000K Ra=90 R9=50 SDCM=3 L70(17k)=100000h

C.LE. 97 99 100 55 100 D DIN 5040 ce1
F UTE 0.55A+045T BNBN BZ 1
Width at 50.00 % of Max Intensity
HIm] 1.00 2.00 3.00 4.00 5.00 HIm] 1.00 2.00 3.00 4.00 5.00
OA 0.53 1.05 1.58 2.10 2.63 oC 0.52 1.04 1.57 2.09 2.61
OB 0.53 1.05 1.58 2.10 2.63 oD 0.52 1.04 1.57 2.09 2.61
Luminous Intensities [ cd/kim]
0 5 15 25 35 45 55 65 75 85
OA 2839.99  2809.18  2580.82  1803.18  180.73 48.28 23.38 1339 6.79 2.04
OB 2839.99  2809.18  2580.82  1803.18  180.73 48.28 23.38 1339 6.79 2.04
oC 2839.99 2805.60 2553.20 1791.73 297.46 49.40 22.48 12.02 5.80 1.74
oD 2839.99 2805.60 2553.20 1791.73 297.46 49.40 22.48 12.02 5.80 1.74
Alpha=27.7°+27.7° G=0.0° Beta=27.6°+27.6°
(m] Max Mg
1.00 + 2840 1602
2.00 -+ 710 401
3.00 316 178
4.00 o 177 100
5.00: [ 12 114 64
Be=—=gE=A
H[m] D[m] e ""I'ﬁ‘j Alpha=27.7°+27.7° G=0.0 —
1.00 1.05 2840 1602
2.00 2.10 710 401 / 1\
3.00 3.15 316 178 / \
4.00 4.20 177 100 / \
5.00 5.25 114 64 / \
H[m] D[m] e MeOT Beta=27.6°+27.6° G=0.0 ——F—
1.00 1.04 2840 1602
2.00 2.09 710 401 / 1\
3.00 3.13 316 178 / \
4.00 4.18 177 100 / \
5.00 5.22 114 64 / \
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